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Enviro-Safe Refrigerants, Inc. 

Enviro-Safe ProSeal XL4 

- PRODUCT AND COMPANY IDENTIFICATION
�-----------

Product Identifier: 

SOS Number: 

Revision Date: 

Version: 

Product Description: 

Supplier Details: 

Contact: 

Phone: 

Fax: 

Email: 

Internet: 

Emergency: 

Enviro-Safe ProSeal XL4 

210 0 

1/14/2 02 0 

2. 0

Repairs leaks in condensers, evaporators, copper line and solder

Enviro-Safe Refrigerants, Inc. 

4 0 0  Hanna Dr. 

Pekin, IL 61554 

Randy Price 

3 09-346-1110

3 09-346-1237 

info@es-refrigerants.com 

www.es-refrigerants.com 

CHEMTREC 1-80 0-424-93 0 0

- HAZARDS IDENTIFICATION
�-----------

CI ass if i cation of Substance 

GHS Classification in Accordance with 29 CFR 1910 (OSHA HCS): 

Physical, Flammable Gases, 1 
Physical, Flammable Liquids, 2 
Physical, Gases Under Pressure, Liquefied Gas 

GHS Label Elements, Including Precautionary Statements 

GHS Signal Word: DANGER 

GHS Hazard Pictograms: 

�0 
GHS Hazard Statements: 

H22 0 - Extremely flammable gas 
H225 - Highly flammable liquid and vapour 
H280 - Contains gas under pressure; may explode if heated 

GHS Precautionary Statements: 

P210 - Keep away from heat/sparks/open flames/hot surfaces. 
P233 - Keep container tightly closed. 
P24 0 - Ground/bond container and receiving equipment. 
P241- Use explosion-proof electrical/ ventilating/ lighting/ equipment. 
P242 - Use only non-sparking tools. 
P243 - Take precautionary measures against static discharge. 
P280 - Wear protective gloves/ protective clothing/ eye protection/ face protection. 
P3 03 + P361 + P353 - IF ON SKIN (or hair): Remove/ Take off immediately all contaminated clothing. Rinse skin with water/ shower. 
P37 0 + P378 - In case of fire: Use dry sand, dry chemical or alcohol-resistant foam for extinction. 
P377 - Leaking gas fire: Do not extinguish, unless leak can be stopped safely. 
P381- Eliminate all ignition sources if safe to do so. 
P4 03 + P235 - Store in a well-ventilated place. Keep cool. 
P410 + P4 03 - Protect from sunlight. Store in a well-ventilated place. 
P5 01- Dispose of contents/ container to an approved waste disposal plant. 

Hazards not Otherwise Classified (HNOC) or not Covered by GHS 
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Other Hazards -
Other Hazards Not Contributing to the Classification: Contact with product may cause cold burns or frostbite. 
Aquatic Acute 3 
H402 - Harmful to aquatic life 
P273 - Avoid release to the environment 
Unknown Toxicity (GHS-US) 
No data available 

- COMPOSITION/INFORMATION ON INGREDIENTS

Chemical Ingredients: 

CAS# % 

74-98-6 55.4844%

106-97-8 39.5156%

64-17-5 5.9998%

108-88-3 0.0002%

- FIRST AID MEASURES

Chemical Name: 

Propane 

Butane 

Ethyl alcohol 

Toluene 

Inhalation: 
Skin Contact: 

Eye Contact: 

Ingestion: 

When symptoms occur: go into open air and ventilate suspected area. Immediately call a POISON CENTER or docotr/physician. 
If frostbite or freezing occurs, immediately flush with plenty of lukewarm water to GENTLY warm the affected area. Do not use hot 
water. Do not rub affected area. Get immediate medical attention. 
Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to do. Continue rinsing. Immediately call a 
POISON CENTER or doctor/physician. 
Do NOT induce vomiting. Immediately call a POISON CENTER or doctor/physician. 

4.1. Description of First Aid Measures 
First-aid Measures General: Never give anything by mouth to an unconscious person. If you feel unwell, seek medical advice. 
4.2. Most Important Symptoms and Effects, Both Acute and Delayed 
Symptoms/Injuries: Gas can be toxic as simple asphyxiant by displacing oxygen from the air. Refrigerated liquefied gas. Contact with product may cause cold 
burns or frostbite. 
Symptoms/Injuries After Inhalation: Gas can be toxic as simple asphyxiant by displacing oxygen from the air. 
Symptoms/Injuries After Skin Contact: May cause frostbite. May cause skin irritation. 
Symptoms/Injuries After Eye Contact: Contact wiht the liquefied gas causes frostbite. 
Symptoms/Injuries After Ingestion: Ingestion is an unlikely route of exposure for a gas. 
Chronic Symptoms: None expected under normal conditions 
4.3. Indication of Any Immediate Medical Attention and Special Treatment Needed 
If exposed or concerned, get medical advice and attention. 

- FIRE FIGHTING MEASURES

5.1. Extinguishing Media 
Suitable Extinguishing Media: Dry chemical powder, alcohol-resistant foam, carbon dioxide (CO2). 
Unsuitable Extinguishing Media: Do not use heavy stream. Use of heavy stream of water may spread fire. 
5.2. Special Hazards Arising From the Substance or Mixture 
Fire Hazard: Flammable gas. 
Explosion Hazard: Heat may build pressure, rupturing closed containers, spreading fire and increasing risk of burns and injuries. 
Reactivity: Contains gas under pressure; may explode if heated. Reacts with strong oxidants causing fire and explosion hazard. 
5.3. Advice for Firefighters 
Precautionary Measures Fire: Exercise caution when fighting any chemical fire. 
Firefighting Instructions: In case of fire: Evacuate area. Fight fire remotely due to the risk of explosion. Use water spray or fog for cooling exposed 
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